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server. In the latter scenario, the remote computer may be
connected to the user’s computer through any type of
network, including a local area network (LAN) or a wide
area network (WAN), or the connection may be made to an
external computer (for example, through the Internet using
an Internet Service Provider). In some embodiments, elec-
tronic circuitry including, for example, programmable logic
circuitry, field-programmable gate arrays (FPGA), or pro-
grammable logic arrays (PLA) may execute the computer
readable program instructions by utilizing state information
of'the computer readable program instructions to personalize
the electronic circuitry, in order to perform aspects of the
present invention.

Aspects of the present invention are described herein with
reference to flowchart illustrations and/or block diagrams of
methods, apparatus (systems), and computer program prod-
ucts according to embodiments of the invention. It will be
understood that each block of the flowchart illustrations
and/or block diagrams, and combinations of blocks in the
flowchart illustrations and/or block diagrams, can be imple-
mented by computer readable program instructions.

These computer readable program instructions may be
provided to a processor of a general purpose computer,
special purpose computer, or other programmable data pro-
cessing apparatus to produce a machine, such that the
instructions, which execute via the processor of the com-
puter or other programmable data processing apparatus,
create means for implementing the functions/acts specified
in the flowchart and/or block diagram block or blocks. These
computer readable program instructions may also be stored
in a computer readable storage medium that can direct a
computer, a programmable data processing apparatus, and/
or other devices to function in a particular manner, such that
the computer readable storage medium having instructions
stored therein comprises an article of manufacture including
instructions which implement aspects of the function/act
specified in the flowchart and/or block diagram block or
blocks.

The computer readable program instructions may also be
loaded onto a computer, other programmable data process-
ing apparatus, or other device to cause a series of operational
steps to be performed on the computer, other programmable
apparatus or other device to produce a computer imple-
mented process, such that the instructions which execute on
the computer, other programmable apparatus, or other
device implement the functions/acts specified in the flow-
chart and/or block diagram block or blocks.

The flowchart and block diagrams in the Figures illustrate
the architecture, functionality, and operation of possible
implementations of systems, methods, and computer pro-
gram products according to various embodiments of the
present invention. In this regard, each block in the flowchart
or block diagrams may represent a module, segment, or
portion of instructions, which comprises one or more
executable instructions for implementing the specified logi-
cal function(s). In some alternative implementations, the
functions noted in the block may occur out of the order noted
in the figures. For example, two blocks shown in succession
may, in fact, be executed substantially concurrently, or the
blocks may sometimes be executed in the reverse order,
depending upon the functionality involved. It will also be
noted that each block of the block diagrams and/or flowchart
illustration, and combinations of blocks in the block dia-
grams and/or flowchart illustration, can be implemented by
special purpose hardware-based systems that perform the
specified functions or acts or carry out combinations of
special purpose hardware and computer instructions.
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With reference now to the figures, and in particular to
FIG. 1, there is depicted a block diagram of an exemplary
system and network that may be utilized by and/or in the
implementation of the present invention. Some or all of the
exemplary architecture, including both depicted hardware
and software, shown for and within computer 101 may be
utilized by software deploying server 149 shown in FIG. 1,
and/or coordinating server 201 and/or roadway monitoring
system 208 shown in FIG. 2, and/or a self-driving vehicle
(SDV) on-board computer 301 shown in FIG. 3, and/or a
coordinating server 401 depicted in FIG. 4.

Exemplary computer 101 includes a processor 103 that is
coupled to a system bus 105. Processor 103 may utilize one
or more processors, each of which has one or more processor
cores. A video adapter 107, which drives/supports a display
109, is also coupled to system bus 105. System bus 105 is
coupled via a bus bridge 111 to an input/output (I/O) bus
113. An 1/O interface 115 is coupled to /O bus 113. 1/O
interface 115 affords communication with various I/O
devices, including a keyboard 117, a mouse 119, a media
tray 121 (which may include storage devices such as CD-
ROM drives, multi-media interfaces, etc.), a transceiver 123
(capable of transmitting and/or receiving electronic commu-
nication signals), and external USB port(s) 125. While the
format of the ports connected to I/O interface 115 may be
any known to those skilled in the art of computer architec-
ture, in one embodiment some or all of these ports are
universal serial bus (USB) ports.

As depicted, computer 101 is able to communicate with a
software deploying server 149 and/or other devices/systems
(e.g., establishing communication among SDV 202, SDV
210, and/or roadway monitoring system 208 depicted in the
figures below) using a network interface 129. Network
interface 129 is a hardware network interface, such as a
network interface card (NIC), etc. Network 127 may be an
external network such as the Internet, or an internal network
such as an Ethernet or a virtual private network (VPN). In
one or more embodiments, network 127 is a wireless net-
work, such as a Wi-Fi network, a cellular network, etc.

A hard drive interface 131 is also coupled to system bus
105. Hard drive interface 131 interfaces with a hard drive
133. In one embodiment, hard drive 133 populates a system
memory 135, which is also coupled to system bus 105.
System memory is defined as a lowest level of volatile
memory in computer 101. This volatile memory includes
additional higher levels of volatile memory (not shown),
including, but not limited to, cache memory, registers and
buffers. Data that populates system memory 135 includes
computer 101°s operating system (OS) 137 and application
programs 143.

OS 137 includes a shell 139, for providing transparent
user access to resources such as application programs 143.
Generally, shell 139 is a program that provides an interpreter
and an interface between the user and the operating system.
More specifically, shell 139 executes commands that are
entered into a command line user interface or from a file.
Thus, shell 139, also called a command processor, is gen-
erally the highest level of the operating system software
hierarchy and serves as a command interpreter. The shell
provides a system prompt, interprets commands entered by
keyboard, mouse, or other user input media, and sends the
interpreted command(s) to the appropriate lower levels of
the operating system (e.g., a kernel 141) for processing.
While shell 139 is a text-based, line-oriented user interface,
the present invention will equally well support other user
interface modes, such as graphical, voice, gestural, etc.



